
• Economical gaffer’s tape for TV, audio/visual, photography frames, and movie industries

• Mask Screen printing and marking, making repairs, and waterproof packaging

Adhesive

Substrate

Meets Spec: ASTM-D-548H6, Type IV; W-T-60E, Type IV, Class I.

Service Temperature 50°F to 200°F (10°C to 93°C)

Carolina Tape and Supply Corporation guarantees its products to be in 

compliance with acceptable commercial standards for material and 

workmanship, but limits its obligations under this warranty to replacement, 

or, at its option, reimbursement of the purchase price of returned 

merchandise shown to its satisfaction to have been defective by such 

standards at the time it was shipped by Carolina Tape and Supply 

Corporation.
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Technical Data

The data provided are nominal values based on PSTC, ASTM, and other standard tests. The data should not 

be considered specifications.

Total Thickness (mils)

Tensile Strength (lbs/in of width)

Adhesion to Steel (oz/in of width) 50 (5.47 N/10mm)

Natural Rubber

Waterproof Polycoated Cloth

12.5 (0.32 mm)

45 (78.8 N/10mm)

Product Information

Application:

CT 625 Economy Grade Lusterless Polycoated Cloth Duct Tape

Economy grade, lusterless, and waterproof polycoated cloth duct tape with a nature rubber 

adhesive.

Description:


